NEW TOPSOIL PLACEMENT (152); ™
SEED AND MULCH,

, §F
NECESSARY (901 AND 908)

NEW 3" BITUMINOUS SURFACE COURSE (401)(1~3" LIFT)—

NEW BITUMINOUS PRIME COAT (602) —

NEW 8" CRUSHED AGGREGATE BASE COURSE (209) -

BITUMINOUS ACCESS ROAD - TYPICAL. SECTION

NEW SEPARATION FABRIC (156)

NT.S.

LEGEND

NEW/EXISTING END SECTION
NEW GLIDESLOPE SHELTER
NEW GLIDESLOPE ANTENNA
NEW BITUMINOUS PAVEMENT

NEW 6" THICK AGGREGATE
MAINTENANCE AREA

NEW ELEVATION (613.60)
PROPOSED ELEVATION (613.45)

NEW GRADING LIMITS
EXISTING CONTOUR
e § Y e PROPOSED CONTOUR
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AURORA MUNICIPAL AIRPORT
AURORA, ILLINOIS
CONSTRUCT RUNWAY 33 ILS,
RELOCATE RUNWAY 9 LOCALIZER
RUNWAY 33 GLIDE SLOPE
GRADING PLAN/TYPICAL SECTION
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